
Hebebühnen für Kommunalfahrzeuge

Hebebühne speziell für die Aufnahme von Kommunalfahrzeugen, 
wie Kehrmaschinen, Rasenmähern etc. 

Konstruktionsmerkmale:
• Verschiebbare Querträger zur Aufnahme unterschiedlicher

Radstände
•	 Rampen verschiebbar und abnehmbar zur Anpassung an 

verschiedene Fahrzeuge
• Anheben von drei- und vierrädrigen Fahrzeugen problemlos 

möglich

Hebebühne für Kommunalfahrzeuge

Art. Nr. Bezeichnung
759084 Premium EL® 2.35 Kommunal
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Tragfähigkeit 2.750 kg
Hubhöhe ca. 2.005 mm
Hub-/Senkzeit ca. 35 s
Antriebsleistung 2 x 3 kW
Antriebsspannung (elektrisch) 400 / 50 V/Hz
Absicherung (elektrisch) 16 A träge
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Capacity 2.750 kg

Motorleistung
Motor data 2 x 3,0 kW / 20 A / 400 V

Hubhöhe
Lifting height 1.900 mm

Hub- / Senkzeit
Lifting- / lowering time 35 s

Lifts for municipal vehicles

Lifting platform specially designed to accommodate municipal 
vehicles such as sweepers, lawn mowers, etc. 

Equipment:
• Movable cross beams to accommodate different wheelbases
• Ramps can be moved and removed for adaptation to different 

vehicles
• Lifting of three- and four-wheeled vehicles possible without any 

problems


