


Lifts for electronic vehicles

Swivel arms with
interchangeable system

Lifts for electronic vehicles

Double System Chassis

The double system chassis allows the vehicle to be supported either by swivel arms 
with plate mounts or arms with wheel grab system. No conversion is necessary for 
this. Unused mounts are folded away to save space.

In this way, versatile use of the platform is possible without requiring additional 
space.

Equipment:
�X��Flexible lifting via pick-up plate or wheel grab system without conversion
�X��Capacity 3,5 t
�X��Fits vehicles from compact cars up to SUVs
�X��Problem-free retro� tting to existing platforms, column spacing remains the same

Swivel arms with cranked mount

Art. No. Product

707380 Swivel arms 3,5 t

suitable for:

Art. No. Product

540609 Premium EL® 2.40
538322 HD FLEX® 2.40
590653 HD Pro 2.40

Art. No. Product

673848 Swivel arms for e-vehicles

suitable for:

Art. No. Product

540500 Premium EL® 2.35
547786 HD FLEX® 2.35
590604 HD Pro 2.35

Art. No. Product

731547 Premium EL® 2.35 EV
731554 HD FLEX® 2.35 EV
731562 HD Pro 2.35 EV
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MB Smart BR453
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Q7 ab 2006

A6 ab 2005

C-Klasse

AUDI A8 (NWB LWB XL)

MB Smart for two

BMW 3er Serie

VW UP

VW LT2 lang (mit Altern.)

Toyota iQ

2

1

BMW R50

VW Golf V
VW T5 lang

VW LT 06> Crafter RS3
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Säulenabstand 
Dimension outside columns
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Tragfähigkeit 3.500 kg
Lastverteilung 3:2
Hubhöhe ca. 2.005 mm
Hub-/Senkzeit ca. 35 s
Unterschwenkhöhe ca. 85 mm
Aufstellbreite/-höhe ca. 3.400 / 2.560 mm
Antriebsleistung 2 x 3 kW
Antriebsspannung (elektrisch) 400 / 50 V/Hz
Absicherung (elektrisch) 16 A träge
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MB Smart BR453
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Q7 ab 2006

A6 ab 2005

C-Klasse

AUDI A8 (NWB LWB XL)

MB Smart for two

BMW 3er Serie

VW UP

VW LT2 lang (mit Altern.)

Toyota iQ

2
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BMW R50

VW Golf V
VW T5 lang

VW LT 06> Crafter RS3
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lichter Säulenabstand 
Distance between the columns

Säulenabstand 
Dimension outside columns
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Tragfähigkeit 3.500 kg
Lastverteilung 3:2
Hubhöhe ca. 2.005 mm
Hub-/Senkzeit ca. 35 s
Unterschwenkhöhe ca. 85 mm
Aufstellbreite/-höhe ca. 3.400 / 2.560 mm
Antriebsleistung 2 x 3 kW
Antriebsspannung (elektrisch) 400 / 50 V/Hz
Absicherung (elektrisch) 16 A träge
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Lift with angled support arm ends for picking up vehicles even at hard-to-reach 
pick-up points. For electric vehicles, access to batteries and underbody is signifi-
cantly improved.

Equipment:
�X��Angled support arm ends for optimal access to battery / underbody
�X��Capacity 3,5 t
�X��Universal use for vehicles with electric or combustion engines

Swivel arms with cranked mount for better access to underbody panels or under-
floor batteries. The platform can still be used for vehicles with combustion engines. 
The lifting capacity remains the same.

Equipment:
�X��Swivel arm ends with cranked mount for optimal access to battery / underbody 
�X��Capacity 3,5 t

Art. No. Product

647305 Double System Chassis

suitable for:
Art. No. Product

577031 Premium EL® 2.45
588004 HD FLEX® 2.45
591776 HD Pro 2.45

The swivel arms with interchangeable system allow vehicles to be picked up either 
at the pick-up points or at the wheels.

Due to the extended arms it is necessary to recuce the lifts maximum load capacity 
to 3.5 tons.

Equipment:
�X��Swivel arms with interchangeable system Support plate / wheel gripper
�X��Capacity 3,5 t
�X��Maximum receivable wheelbase 3.300 mm
�X��Wheel grab system adaptable to different wheel sizes
�X��Bearings on the bottom side of the wheel grippers prevent grinding on the � oor

Flexible mounts for adaptation 
to different wheel sizes

Bearing on bottom side 
for easy shifting


